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MEDICAL BATTERY
NiMH industrial battery 1.2V Ah VH4000 4/3A HBL 

BATTERIE MEDICALE
Accumulateur NiMH 1.2V 4Ah VH4000 4/3A HBL

MAIN INFORMATION / INFORMATIONS GÉNÉRALES

BRAND MARQUE Varta

TECHNOLOGIE TECHNOLOGIE Nickel-métal hydrure

VOLTAGE TENSION 1.2V

CAPACITY CAPACITÉ 4Ah

DIMENSIONS DIMENSIONS 

• Diameter / Diamètre  17mm  

• Height / Hauteur  67mm

WEIGHT  POIDS 52gr

EAN CODE CODE EAN 3660766494931

4/3A STANDARD HBL

OUTLINE SAFETY WARNING: USE ONLY   WITH IN THE  ALLOWED PARAMETERS. Do not  short  circuit  or  over-load  the  battery. Charge  only  using  an  approved  charger  designed  specifically  to charge  this battery. Do not  heat  above  maximum  temperatures  
indicated. Never  crush, mutilate,  puncture  or  abuse the battery. Do not dismantle the pack or disable any of the protective devices or circuits. DO NOT USE THE BATTERY IF YOU SUSPECT IT MAY BE FAULTY OR DAMAGED.
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MANUFACTURER-MODEL / MARQUE-MODÈLE

UK:  High energy density

High performance in cyclic mode

High self-discharge

Fast charge (with control).

Strong output, reliable and safe

Compatible voltage

Environmentally sound

Stable voltage in discharge

Discharge temperature range: -20°C to + 60°C

FR :  Densité énergétique élevée.

Performant en cyclage.

Forte autodécharge.

Charge rapide (sous contrôle).

Fort débit, fiable et sûr.

Tension compatible.

Respecte l'environnement.

Tension stable en décharge.

Température de décharge (tolérance - 20° C à + 60° C).

PRODUCT DESCRIPTION / DESCRIPTION DU PRODUIT

Computers / Informatique

Audio/video / Audio/vidéo

Domestic appliances / Appareils ménagers

Office automation and industrial devices / Périphérique indistriel

APPLICATIONS / APPLICATIONS


