
Data sheet / Fiche produit Ref: PCL1201

ALARM BATTERY LITHIUM 3V / 2.7Ah / 7.2Wh
BATTERIE SYSTEME ALARME LITHIUM 3V / 2.7Ah / 7.2Wh

MAIN INFORMATION / INFORMATIONS GÉNÉRALES

TECHNOLOGY TECHNOLOGIE Lithium

TYPE TYPE BATLI38

DESIGNATION  DESIGNATION 1S1P

NOMINAL VOLTAGE* TENSION NOMINALE* 3V

NOMINAL CAPACITY* CAPACITE NOMINALE* 2.7Ah 

OPERATING VOLTAGE PLAGE DE TENSION 2 V to 3.6 V

MAX CONTINUOUS DISCHARGE CURRENT COURANT DE DECHARGE MAX 70mA

PULSE CURRENT CAPABILITY COURANT IMPULSION MAX 280 mA / 0.1 SEC

OPERATING TEMPERATURE TEMPÉRATURE D'UTILISATION -55 TO 85°C

STORAGE TEMPERATURE TEMPERATURE DE STOCKAGE 20 TO 30°C (HUMIDITY: 65 ± 20%)

OPERATING TEMPERATURE TEMPÉRATURE D'UTILISATION -40 TO 85°C

SHELF LIFE DUREE MAX DE STOCKAGE 3 ANS / 3 YEARS

DIMENSIONS DIMENSIONS 

• Length / Longueur  16.43mm

• Width / Largeur  15.32mm 

• Height / Hauteur  58.75mm

WEIGHT POIDS 20g (+/- 1)  

COVERING PROTECTION MÉCANIQUE Plastic casing / Coque en pastique

OUTPUT (CONNECTOR) TERMINAISON (CONNECTEUR) None / Sans

OUTLINE SAFETY WARNING: USE ONLY   WITH IN THE  ALLOWED PARAMETERS. Do not  short  circuit  or  over-load  the  battery. Charge  only  using  an  approved  charger  designed  specifically  to charge  this battery. Do not  heat  above  maximum  temperatures  
indicated. Never  crush, mutilate,  puncture  or  abuse the battery. Do not dismantle the pack or disable any of the protective devices or circuits. DO NOT USE THE BATTERY IF YOU SUSPECT IT MAY BE FAULTY OR DAMAGED.
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ADDITIONAL INFORMATION / INFORMATIONS COMPLÉMENTAIRES
ADDITIONAL INFORMATION / INFORMATIONS COMPLÉMENTAIRES

CERTIFICATION  CERTIFICATION Classe 9 en exemption partielle

UN NUMBER NUMERO ONU UN 3090

BATTERY POWER PUISSANCE DE LA BATTERIE 7.2 Wh

TRANSPORT RESTRICTIONS RESTRICTION DE TRANSPORT None


