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Part No: VML9023

OUTLINE SAFETY WARNING: USE ONLY   WITH IN THE  ALLOWED PARAMETERS. Do not  short  circuit  or  over-load  the  battery. Charge  only  using  an  approved  charger  designed  specifically  to charge  this battery. Do not  heat  above  maximum  temperatures  indicated. Never  
crush, mutilate,  puncture  or  abuse the battery. Do not dismantle the pack or disable any of the protective devices or circuits. DO NOT USE THE BATTERY IF YOU SUSPECT IT MAY BE FAULTY OR DAMAGED.
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ADDITIONAL INFORMATION / INFORMATIONS COMPLÉMENTAIRES

BRAND MARQUE  NX

TECHNOLOGY TECHNOLOGIE Li-ion

VOLTAGE TENSION 7.2V

CAPACITY CAPACITÉ 1440mAh

DIMENSIONS DIMENSIONS  

• LENGTH / LONGUEUR   45.2mm

• WIDTH / LARGEUR  33.3mm

• HEIGHT / HAUTEUR  32mm

WEIGHT  POIDS 75gr

GUARANTEE GUARANTIE 6 months / mois

UNIT PACKING CONDITIONNEMENT UNITAIRE Box / Boîte

EAN CODE CODE EAN 3660766404220

OUTER BOX QUANTITY QUANTITÉ PAR CARTON 10

WEIGHT  POIDS 360gr

DIMENSIONS DIMENSIONS 235 x 165 x 140 mm

PART NUMBER PART NUMBER (Liste non exhaustive) NP-FP30 
   NP-FP50 
   NP-FP60 
   NP-FP70 
   NP-FP71 
   NP-FP90

MARQUE MODÈLE (Liste non exhaustive) SONY DCR SR90 
   SONY DCR-HC17 
   SONY DCR-HC20 
   SONY DCR-HC30 
   SONY DCR-HC35E

MAIN INFORMATION / INFORMATIONS GÉNÉRALES

 TMD 1 Description, classe :   UN 3480 SP188-PILE AU LITHIUM IONIQUE, 9, [E]

 ADR :  Exempt IMDG : Exempt

 IATA :  Dangerous Procédure TMD  PROC 9 UN 3480 (PARTIEL) - ION


